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Digital Thermometer with PRT System 

-196°C 8 mk Comparison Method 

-40°C to 0.0 °C 8 mk Comparison Method 

0.05 °C to 95°C 8 mk Comparison Method 

90 °C to 156°C 10 mk Comparison Method 

156 °C to 250°C ]6 mk Comparison Method 

250 °C to 420°C 20 mk Comparison Method 

420 °C to 550°C 21 mk Comparison Method 

NVLAP Code: 20/T07 
Resistance Thermometry 

. (..\. knolelRange in °C Best U.ncertainty \±/ til m	 Remarks 
-196 8 Comparison Method 

-40 to 0.0 8 Comparison Method 

-0.5 to 95 8 Comparison Method 

95 to 156 10 Comparison Method 

156 to 250 16 Comparison Method 

250 to 420 20 Comparison Method 

420 to 660 21 Comparison Method 

-40 to 0 8 Thermistors 

oto 95 8 Thermistors 

95 to 150 10 Thermistors 

1.	 Represents an expanded uncertainty using a coverage factor, k > 2, at an approximate level of 
confidence of95 %. 

2.	 Approximate value. Actual value determined by the test statistics. 
3.	 Uncertainties at speci fied test volumes may be greater depending on the range of the unit under test. 
4.	 It is recommended that adjustable volume pipettes not be used below 10 % of capacity. 

2007-10-01 through 2008-09-30 

Effective dates itute of Standards and Technology 
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